
Wide Format
Digital Proofing Media

The wood fibers used to make this paper product come from sustainable
sources approved by a recognized forest certification program.
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www.tstimpreso.com

All Digital Proofing Media goes through a rigorous inspection and approval 
process which meets or exceeds OEM specifications. Each roll is lint free 
and protectively sealed for long term storage. The use of high quality 
bright white paper produces crisp, vivid images that are easily readable 
and longer lasting. There is never any smearing or smudging of ink. Our 
top quality engineering paper unrolls straight and even for a quality print 
the first time.

•  National Distribution

•  Each roll is sealed in a protective moisture wrap.

•  Base sheet meets or exceeds OEM specifications for optimum 
   moisture content.

•  Available by case or in bulk bin quantities.

•  Quality Guaranteed

•  Bond
    Micro-Porous, Instant Dry, Up to 1440 dpi

•  24# (105g) Coated Bond

•  28# (135g) Coated Bond

•  36# (135g) Coated Bond

•  46# (170g) Coated Bond
    Economical, Accepts High Resolution Output

•  Excellent Performance in ALL Piezo and  
   thermal type printers, including:
    EPSON
    

    Kodak
    AGFA

    HP

10000 Series
9000 Series
7000 Series
3000 Series
Afga Jet
SherpaMatic
5000 Series
2000 Series
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